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INSTRUCTIONS

PRELIMINARY TO INSTALLATION:
Allow engine to cool before installation. Load mororcycle
onto trailer or truck and apply tie-downs to handle bars,

triple trees. Secure both front and rear tires. Fold accessories,

kickstand, footrest, floorboards, etc, for the most compact

profile.
SPORT MODEL:
STEP 1. Install S(‘iﬁ Washable "Fleece" Liner: Wrap and tie soft inner liner to pro-
This liner protects paint, chrome, and polished surfaces. tect paint and plating.

Locate the label Top Front and place on top front of gas e .

tank. Drape liner over the body of bike and tie attached cords wheel. o el e
under steering head. This will keep liner in place while
installing outer cover.

STEP 2. Body Outer Cover:
Locate the label 7op Front and place over the liner at top
front of gas tank. Allow the cover to drape over the body of
bike (similar to throwing a saddle on a horse). Position
padded center section of cover along the top center of bike.
Pull the right side of cover under the belly of the mororcycle
and secure with the full-length zipper along left side. This will

enclose the entire body and rear wheel. If necessary, unzip the

center belly panel. This zipper will allow additional room for Pull flap under belly of motorcycle, and close full-
forward mounted foot pegs, floor boards, small engine length zipper on left side.
guards, etc. The two short bungee cords, with hooks, secure Speedometer cable openings on

the closure at rear of cover. either side. Sissy bar enclosure.

STEP 3. Bungee System (hook and eyelet tabs):
The bungee system will acheive a tight wind-proof profile.
Establish position of bungee hooks by securing hooks to
appropriate eyelets. Tension bungee cords by adjusting cord
through hooks from front to rear. Not to tight, just a good
snap is all that's required.

STEP 4. Front Cover:
The front cover operates much like the body cover. Drape the

padded center section over the fender. Secure the bungee tie

under and around steering head. The single zipper located on
Bunge system to control

excess material for wind-

proof profile.

the left side (at bottom front tire) pull up to the handlebars Pleat unzips to accommodate

to enclose the cover. The bungee cord and hooks will provide lower agaeasories, I peedod

a secure fit, if needed you can adjust the tension.




Other features of Sport Model:

Separate cord

Sissy Bar:
Locate zipper on top of rear fender. Open and then pull
secured bag from cover and pull over the sissy bar. Secure with
a bungee cord and attach to the provide eyelets. Tuck any
additional material into cover.

Speedometer Cable Feature:
On a front wheel speedometer cable equipped bike a zipper
opening is provided on the body cover and front wheel cover

(either side). These openings will allow the cover to close

around the front wheel speedometer cable. Unzip opening
and place one half of the cover on the inside of cable and then Secute reaeancs with the 2 provided bunges cords:

close zipper.
Kick Stand Feature:
Bi-directional zipper allows for closure around exposed kick-

stand.
Features

Sissy bar flap unzipped to
reveal enclosure. Tie down
with separate short bungee

cord.

Bungee system to Short bungee cord tie to Padded neoprene center section.
CORLTOL exress ke enclose the top of front cover.
rial for wind proof

profile.

Separate bungee
cords (2) secures
rear panel.

Pleat unzips to accommodate
Zipper to accommodate lower accessories if needed.

speed cable.

Full-length zippers along left side to

enclose body and rear wheel.






